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Controlling suction by vapour equilibrium technique at 
different temperatures, application to the determination of 
the water retention properties of MX80 clay 
 
Anh-Minh Tang and Yu-Jun Cui 
 
Abstract 
Problems related to unsaturated soils are frequently encountered in geotechnical or 
environmental engineering works. In most cases, for the purpose of simplicity, the problems 
are studied by considering the suction effects on volume change or shear strength under 
isothermal conditions. Under isothermal condition, very often, a temperature independent 
water retention curve is considered in the analysis, which is obviously a simplification. When 
the temperature changes are too significant to be neglected, it is necessary to account for the 
thermal effects. In this paper, a method for controlling suction using the vapour equilibrium 
technique at different temperatures is presented. First, calibration of various saturated saline 
solutions was carried out from temperature of 20°C to 60°C. A mirror psychrometer was used 
for the measurement of relative humidity generated by saturated saline solutions at different 
temperatures. The results obtained are in good agreement with the data from the literature. 
This information was then used to determine the water retention properties of MX80 clay, 
which showed that the retention curve is shifting down with increasing of temperature.  
 
Key words: vapour equilibrium technique, hygrometer, water retention curve, temperature 
effects, compacted bentonite.  
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Introduction 
 
In most geotechnical and environmental works, especially in nuclear waste disposal, 
temperature effects on the thermo-hydro-mechnical behaviour of unsaturated soils are 
significant. In analysis of fluid flow, however, retention curves are often taken as being 
temperature independent, which results in errors. Thus, the present work aims at developing 
an experimental method for the determination of the water retention curves of heavily 
compacted swelling clays with controlled suction at different temperatures. 
 
There are three well known suction controlled techniques: i) axis translation technique for 
suctions up to 14MPa, which is based on the use of ceramic porous stones allowing 
application of air and water pressure separately (Richards 1941), ii) osmotic technique for 
suctions up to 12 MPa (Delage et al. 1998), which is based on the use of PEG (polyethylene 
glycol) solutions, iii) vapour equilibrium technique for suctions ranging from 3MPa to 
1000MPa (Tessier 1984; Romero 1999; Delage and Cui 2000; Villar 2000), which is based on 
the use of salt solutions. Because of the high activity of swelling clays, the vapour equilibrium 
technique was used in the present work. 
 
A common practice of the vapour equilibrium technique is to place soil samples in a 
desiccator containing a salt solution, and the samples being supported by a rigid grid above 
the salt solution (Kanno and Wakamatsu 1993; Delage et al. 1998; Saiyouri et al. 2000; 
Graham et al. 2001; Romero et al. 2001; Leong and Rahardjo 2002). It is generally observed 
that the time taken by soil samples to reach equilibrium is about one to two months. Marcial 
et al. (2002) developed a method to shorten the equilibrium time. They determined the water 
retention properties of three swelling clays (MX80, Kunigel-V1 and FoCa7) from slurry state 
by following drying paths. Two procedures were applied. In the first procedure, soil samples 
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were put in a desiccator totally closed, which contained a given saturated saline solution at the 
bottom. In the second procedure, a pneumatic pump was used to ensure the circulation of 
humid air generated in a separated bottle by using saturated saline solution at its bottom. This 
humid air was circulated through the cell that contained the soil samples. The comparison of 
these two procedures has clearly shown that humid air circulation reduced the equilibrium 
time significantly, from several months down to 2-4 weeks. 
 
Application of the vapour equilibrium technique in mechanical tests was done by several 
authors. Belanteur et al. (1997), Villar (1999), Cuisinier and Masrouri (2002) carried out 
oedometric tests with controlled suction by putting samples in a cell containing salt solutions. 
As mentioned above, equilibrium time in this case was quite long (i.e., more than three 
weeks). Bernier et al. (1997), Cui et al. (2002), Lloret et al. (2003), Macial (2003) improved 
the water moisture exchange between humid air and soil sample in the oedometer by allowing 
circulation of humid air through the base of sample. This improvement shortened the 
equilibrium time to a week (Bernier et al. 1997). The triaxial cell designed by Lingnau 
(Lingnau et al. 1996) was modified to control suctions (Blatz and Graham 2000). The authors 
allowed humid air circulation around the sample, thus decreasing the drainage length and 
accelerating water moisture exchanges. In the case of a sand/bentonite mixture, with samples 
of 50 mm in diameter and 100 mm high, the equilibrium time was about 12 days. 
 
Saturated salt solutions are generally used in the vapour equilibrium technique (Delage et al. 
1998; Saiyouri et al. 2000; Loiseau 2001; Montes-H et al. 2003). The advantage of using 
saturated solution is that the molar fraction of water in a solution does not change with 
humidity exchanges between liquid phase and gaseous phase. The imposed suction which is 
related to the molar fraction of water is therefore maintained constant. However limitation of 
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this method to practical application is the discontinuity of the suction values which can be 
obtained. Usually solutions at different concentrations of sodium chloride (NaCl) or 
potassium chloride (KCl) are used for small suction range (Fredlund and Rahardjo 1993; 
Leong and Rahardjo 2002). Others solutions such as sulphuric acid can be also used (Villar 
2000; Romero 1999). The use of unsaturated solutions has the advantage to obtain continuous 
range of suction values, but the difficulty is to keep their concentration constant during the 
duration of the test. In the present work, only saturated solutions were used. 
 
The vapour equilibrium method was applied at high temperature by Romero (1999) and Villar 
(2000). They used sulphuric acid solutions at various concentrations to control the suction. 
The relative humidity was calculated as a function of temperature and the molality of solute 
by an empirical expression. For other common salt solutions, the majority of data available 
was given by Schneider (1960). Multon et al. (1991) noted some significant disagreement 
between different sources from the literature. Therefore a check should be made before any 
use. 
 
The work reported in the present paper examined a method that allows both suction and 
temperature to be controlled. Several salt solutions were calibrated in terms of suction and 
temperature. The suction was measured by using a mirror psychrometer and the temperature 
was maintained constant by immersing containers in constant temperature water bath. This 
information was then used to determine the water retention properties of compacted MX80 
clay. 
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2. Calibration of salt solutions 
2.1. Method 
 
Five pure salts were selected for the present study. The chemical components of these salts 
are presented in Table 1. As can be seen for most of the salts, the assay value was higher than 
99%. Here, assay value is an indication of the purity of the salt used. In practice, there is no 
completely pure salt. Sodium chloride, for instance, contains not only ions of Na and Cl but 
also ions of Br, I, Ca, K, N, P, Pb and S. This impurity obviously renders the chemical 
potential or suction calculations based on the molar fraction of solute impossible. It was 
therefore necessary to calibrate the salt before its use. 
 
A hygrometer, Hygro-M2, was used to measure the relative humidity (RH) generated by 
different saturated solutions of salt at various temperatures. Figure 1 shows a schematic view 
of the experimental system. The hygrometer detects the presence of condensed water on the 
mirror by a reduction of mirror’s reflection. The photodetectors are arranged in an electrical 
bridge circuit which can control the direct current to the thermoelectric cooler. Firstly, when 
the mirror is dry, the thermoelectric heat pump cools the mirror toward the dew point. As dew 
begins to form on the mirror, the mirror’s reflectivity decreases which causes a decrease in the 
cooling current. The system stabilises when a thin dew layer is maintained on the mirror 
surface. An accurate thermometer embedded within the mirror directly monitors the 
temperature of the mirror at this condition. This temperature is called the “dew point 
temperature”. More details are described in Loiseau (2001). The specifications of the dew 
point sensor selected are presented in Table 2. 
 
The experimental set-up for the determination of RH generated by salt solutions is shown in 
Figure 2. The dew point sensor and the air temperature sensor were introduced in an enclosed 
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metallic cell that was totally immersed in water bath. At the bottom of this cell, a glass 
recipient containing saturated salt solution was placed. The bath was covered by a layer of 
polystyrene to reduce the heat exchange between water and environment. A thermostat pump 
was used to maintain temperature of water in the bath. The variation of water temperature was 
about ±0.02°C. During a test, dew point temperature Tdp related to the saturated salt solution 
used was measured by the dew point sensor, and cell temperature Ta was monitored by the air 
temperature sensor. The relative humidity (RH) generated by a salt solution was determined 
using the following relationship (Wasmer 1988): 
[ 1] 
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where A, B and C are constants at atmospheric pressure, and PTdp et PTa are saturation vapour 
pressure at dew point temperature and air temperature, respectively. At atmospheric pressure, 
A = 6.1078, B = 17.2694, C = 238.3. 
 
Five saturated salt solutions were tested: MgCl2, Mg(NO3)2, NaNO3, NaCl and KCl. First, 
after the set-up installation, the thermostat pump was switched on to maintain the bath at a 
temperature slightly more than ambient temperature (about 20°C). After the stabilisation of 
temperature and relative humidity, the pump was adjusted to heat the bath to 7°C higher. 
After the stabilisation of RH at this new temperature, this procedure of heating was repeated 
every 7°C until 60°C which is the limit value of the hygrometer used. 
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2.2. Results and discussion 
The results obtained for the five salt solutions are presented in Figures 3 – 7, in terms of 
variations of temperature and relative humidity as a function of time. For MgCl2 solution 
(Figure 3), it is observed that after each adjustment of the thermostat pump, the temperature 
increased quickly and became stable after about 30 minutes. The relative humidity decreased 
with the increase of temperature. For the first stage, RH value reached equilibrium after about 
two hours whereas for others stages the time was considerably less.  
 
Figure 4 shows the results for Mg(NO3)2 solution. The temperature in the cell, as for MgCl2 
solution, reached equilibrium quickly. However, RH equilibrium took a longer time of about 
five hours. The RH variation at each temperature increment was about 2%, larger than the 
variation for MgCl2 solution. The initial quick RH change can also be observed in Figure 5 for 
NaNO3 solution. Compared to Mg(NO3)2 solution, the RH equilibrium time was shorter 
because less than three hours was necessary for a variation of 2%. 
 
The results of NaCl solution are presented in Figure 6. It appears that the temperature effect 
was quite small. After the first stabilisation, each temperature increase gave rise to a very 
slight increase of RH. This increase in RH is difficult to understand, and it could be related to 
the chemical property of NaCl salt in term of solubility changes with temperature. Figure 7 
presents the result of KCl solution. The RH equilibrium after each temperature change was 
reached as quickly as NaNO3 solution, i.e. less than three hours for a variation of 2%. 
 
 9
It is also observed that at the beginning of each temperature change, RH value abruptly 
changed then came back to normal values. This was the case for all the tests. This 
phenomenon is related to the automatic adjustment of hygrometer. 
 
Figure 8 summarises all results in terms of RH changes with temperature increase, together 
with the results of Schneider (1960) and Multon et al. (1991). The results of (NH4)2SO4, 
K2SO4 and K2CO3 solutions reported in theses references are also plotted because these 
solutions will be used for the study on water retention properties of MX80 clay. As a whole, 
results obtained from the present study are very consistent with the Schneider’s and Multon et 
al.’s ones. It appears that RH decreased when temperature was increasing, and that the RH 
decrease was not at a same rate for all salts. Mg(NO3)2 has a rate as large as 0.45% / °C. 
Whereas NaCl has a rate close to zero (after the data of Schneider 1960 and Multon et 
al.1991). The data of the present study even shows a very slight increase of RH generated by 
NaCl solution with increasing temperature.  
 
The good agreement of the results obtained with that in the literature shows that the 
experimental set-up used, with a thermostat pump and polystyrene isolation, is reliable for 
ensuring the isothermal condition in the RH range considered. The results of Schneider (1960) 
at 80°C temperature or with other salts can be then used directly. 
 
3. Water retention properties of MX80 
 
3.1. Material and method 
 
Industrial bentonite MX80 clay was used in the present study. This material contains about 
80% montmorillonite. Its properties collected from literature are presented in Table 3. This is 
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a high plastic clay bentonite that is usually studied as a possible engineering barrier for high 
level nuclear waste disposal. Prior to any tests, the clay was put in a hermetic chamber where 
relative humidity was controlled at 44% (this corresponds to a suction value of 110 MPa at 
20°C) by allowing vapour circulation of saturated K2CO3 solution. Equilibrium was reached 
after about 2 months. This equilibration process decreased the clay water content from 17% 
(at laboratory condition) to 8.5%. The clay was then compacted in a mould to a maximal 
pressure of 39 MPa to obtain a dry unit weight of 1.7 kN/m3. Sixty samples were compacted 
in this fashion. The dimensions of the mould were 8.0 mm high and 20.0 mm in diameter. 
After compaction, samples were taken out of mould and placed in the RH controlled hermetic 
chamber for more than one week for suction homogenisation. The final dimensions were 
about 8.7 mm high and 20.2 mm in diameter, which correspond to a dry unit weight of about 
16.5 kN/m3. 
 
To study the water retention properties at 20°C, four desiccators which contained three 
samples in each were placed in an air-conditioned room with temperature controlled at 
20±0.5°C. Each desiccator was connected with a bottle containing a saturated salt solution. A 
peristaltic pump was used to allow the circulation of humid air from the bottle to the 
desiccator. This experimental set-up is similar to that used by Marcial (2003). 
 
The water retention properties at 40°C, 60°C and 80°C were studied without using circulated 
air. The compacted soil samples were first introduced in a sealed desiccator containing a 
saturated salt solution at its bottom. Each desiccator accommodated 3 samples (see Figure 9). 
Five desiccators were placed in water bath that had been used for salt solutions calibration. 
The temperature of the bath was maintained at 40±0.1°C during the entire test by using a 
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thermostat. The other desiccators were placed in ovens at temperatures controlled at 60±0.1°C 
and 80±0.1°C. 
 
The water content of samples was monitored by weighing then every 3 days until the weight 
stabilised. This was performed in less than 15 s after taking a sample out of desiccator. This 
duration was considerably short enough to neglect water evaporation during weighing 
process. The water content at equilibrium was finally determined by oven-drying the sample 
at 150°C for 24h. Tessier (1984) showed that this drying procedure with 150°C temperature 
was necessary to determine the water content of swelling clays. 
 
The method, without using circulated air adopted for 40°C, 60°C and 80°C temperature, is 
based on the consideration of the high temperature gradient between the cell and the room, 
which can give rise to the condensation phenomenon, and therefore affecting the controlled 
suction. Bernier et al. (1997) allowed air circulation to impose suction in soil samples at high 
temperature up to 60°C by introducing the entire circulation system including soil samples 
holders, salt solutions, pump, relative humidity sensor in a temperature controlled chamber. 
This obviously corresponds to a costly experimental system. Nevertheless, in our knowledge, 
the normal pump doesn’t work at a temperature higher than 60°C. This would be the reason 
why Bernier et al. (1997) did not carry out the test at higher temperature. 
 
Because a temperature change will result in a suction change, the accuracy problem related to 
control of temperature obviously affects the quality of control of suction. Fredlund and 
Rahardjo (1993) noted that a controlled temperature environment of ±0.001°C was required in 
order to measure total suctions with an accuracy of ±10 kPa. The information obtained from 
the salt solutions calibration indicated that a temperature change of ±0.5°C (the maximum 
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accuracy of temperature controlled for isothermal water retention tests) would not involve a 
significant change in RH. However, an abrupt change of temperature may always cause an 
abrupt change of RH. In the case of high RH environment, this abrupt change may involve the 
water condensation. 
 
The method without air circulation certainly minimises the risk of condensation because the 
temperature gradient is much less in comparison with the case of air circulated system. 
Nevertheless, this method increases the equilibrium time. It is evident that this problem can be 
compensated by increasing the contact surface between soil samples and humid air or by 
reducing sample mass.  In this regard, Montes-H (2002) had an equilibrium time less than one 
week with a MX80 sample of 1 g. 
 
3.2. Results and d0iscussion 
 
In the subsequent analysis, the term “suction” will be used. The conversion from RH to 
suction is obtained by using equation [2] (Fredlund and Rahardjo 1993): 
[2] 

−=
100
%ln RH
M
RT
s
W
Wρ        
Where: 
s is the soil suction (kPa) 
R is the universal (molar) gas constant (R = 8.31432 J/mol.K) 
T is the absolute temperature (T = 273.16 + t) 
t is the temperature (°C) 
MW is the molecular mass of water vapour (MW =18.016 g/mol) 
ρW is the volumetric mass of water (kg/m3). 
Accordant to the data of Incropera and De Witt (1996), for T = [273.16°K, 365°K]: 
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ρW = 1.10-10.T6 – 2.10-7.T5 + 2.10-4.T4 - 0.085.T3 + 20.26.T2 – 2565.T + 135464 (kg/m3). 
 
Figure 10 shows the variation of water contents with time at 20°C. As mentioned above, three 
samples were tested at each suction value. For 145 MPa suction, all three samples were 
performed in a similar fashion. A slight decrease of water content indicates that the initial 
suction value of the samples was lower than 145 MPa. For 82 MPa suction, a quick increase 
in water content was observed which was then followed by a decrease towards an equilibrium 
stage. This response was pronounced particularly at suction value of 20 MPa. This 
phenomenon can be explained by a possible leakage in the air circulation. During the tests, the 
results were frequently compared with the available data of Marcial (2003). It was concluded 
that the water contents at peak stage are unacceptably high. The experimental set-up was then 
checked carefully to detect any possible leakage. After overcoming this particular problem, 
the water exchange was brought to the normal form. For 37 MPa suction, it is observed that 
stabilisation was quickly attained (i.e., 10 days), and that, however, an abrupt increase took 
place at about 22 days. This phenomenon is again related to a technical problem: the plastic 
tube in peristaltic pump was twisted, interrupting humid air circulation. Thus, the observed 
abrupt increase of water content corresponds to the resolution of the problem. The final values 
of water content were related to the relevant values of suction. The results obtained are in 
good agreement with that of Marcial (2003). 
 
Figure 11 shows the water content variations at 80°C, in the case of oven-heating, with 5 
suction values: 8 MPa (K2SO4), 39 MPa (KCl), 47 MPa (NaCl), 67 MPa (NaNO3) and 184 
MPa (Mg(NO3)2). A peak value is also observed on two samples of 8 MPa suction, which was 
due to the dropping down of condensed water from the desiccator ’s cover. There was not any 
condensed water observed on the third sample in this desiccator because the two recipients 
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containing the two other samples covered it (see Figure 9 for the experimental setup). For the 
other samples in the other desiccators at higher suction values, as the RH was far from the 
saturation (100%), this problem of water condensation was not observed. For 67 MPa suction, 
no water exchange was observed, showing that the initial suction of the soil at 80°C was close 
to this value.  
 
The results are gathered in Figure 12, together with that obtained by using other salt solutions 
and at other temperatures. In this figure, each point corresponds to a suction value, a 
temperature and the average value of the final water content from the three identical tests. The 
two regression curves was added to the isothermal water retention curves at 20°C and 80°C. It 
was observed that an increase of temperature gives rise to an increase of suction in the 
desiccator, thus a decrease of water content in the sample with the same salt solution. 
Nevertheless, the shifting down of the water retention curve at 80°C from that at 20°C shows 
that the temperature has influenced the water retention capacity of clay. 
 
The entire data was plotted in the Figure 13. Four regression curves was added to clarify the 
temperature effects on the water retention curve of this clay. It appears that when temperature 
was increasing the curve shifted down. That means at the same suction value, the water 
content of the sample at higher temperature was less than that at lower temperature. In another 
way, the increase of temperature decreased the water retention capacity of the sample. For a 
given water content, an estimation of suction change rate with increasing temperature 
(∆lgs/∆T°) was approximately –2.9.10-3 (lgMPa/°C). Other researchers carried out similar 
studies on temperature effects on water retention curves of compacted clay. Some of these 
studies are cited here: Romero et al. (2001) and Bernier et al. (1997) on Boom clay; Olchitzky 
(2002) on French FoCa7 bentonite; Kanno and Wakamatsu (1993) on Kunigel-V1 bentonite; 
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Villar (2000) and Pintado (2002) on “Cabo de Gata” bentonite. They all found that the 
temperature effects on the water retention curve were very slight. 
 
Olchitzky (2002) tried to explain the temperature effect by the interfacial tension decrease 
with temperature increase and concluded that the interfacial tension decrease was not 
sufficient to explain the experimental results. In the present study, similar analysis was made 
by using the data reported by Fredlund and Rahardjo (1993). According to Jurin’s law 
(equation [3]), capillary suction is a function of capillary radius:    
[3] 
r
Tuu swa
θcos.2=−        
where:  
ua-uw is the capillary suction (Pa).  
Ts is the interfacial tension between water and air (N/m). 
Ts (mN/m) = -2,707.10-4 .t° 2 –0,1420.t° + 75,69 
t° is the temperature (°C). 
θ  is the contact angle, generally assumed to be zero. 
r is the radius of the capillary tube (m). 
 
Figure 14 plots the capillary suction against pore size radius for two values of temperature 
(20°C and 80°C). For a given radius of capillary tube, a decrease of suction was obtained with 
the temperature increase. If we simply suppose that the temperature change had no effect on 
the geometric configuration of the soil water system, with the same water content, the pore 
radius of the air-water surface in soil at difference temperatures should be the same. In that 
case, the difference in suction defined by the distance between the two straight lines for a 
given pore radius can be compared with the obtained experimental values. This difference is 
estimated to be -1.1 10-3 (lgMPa/°C), which is comparable with the experimental value 
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mentioned above (-2.9.10-3 lgMPa/°C). Because the Jurin’s law only involves the capillary 
suction, the good consistence between theoretical estimation and experimental result shows 
that in the range of suction considered, a temperature elevation decreased the interfacial 
tension Ts, therefore decreases the capillary suction. 
 
4. Conclusion 
An experimental set-up was developed in order to calibrate the relative humidity generated by 
salt solutions at different temperatures. The results obtained from this calibration are in good 
agreement with that published in literature. This information was then used to determine the 
water retention properties of MX 80 clay at four different temperatures: 20°C, 40°C, 60°C and 
80°C. It was observed that for a given water content, the suction decreased with increasing 
temperature. That means the temperature elevation has reduced the water retention capacity of 
soil. The experimental suction decrease rate was compared with that from a theoretical 
estimation by using Jurin’s law and by considering an interfacial tension which changes with 
temperature. A good consistency was observed, showing that it is the capillary suction which 
was affected by the temperature changes. 
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Table 1.  Salts chemical components 
Component Salts 
 (NH4)2SO4 MgCl2 Mg(NO3)2 KCl K2CO3 K2SO4 NaCl NaNO3 
Assay (>%) 99 99 99 99.5 99.92 99 100 99.5 
Ba (<) - - 20ppm - - - - - 
Br and I (<) - - - - - - 0.005% - 
Ca (<) 0.005% 0.020% 100ppm 0.003% 0.97ppm 0.005% 4.83ppm 0.002% 
Cl (<) 0.002% - 10ppm - 20ppm 0.0005% - 0.0005% 
Cu (<) 0.0005% - - - 0.20ppm - - - 
Fe (<) 0.001% 0.0005% 5ppm 0.0005% 0.32ppm 0.0005% - 0.0002% 
K (<) 0.02% - - - - - 1.43ppm - 
Mg (<) 0.002% - - 0.001% 0.20ppm 0.002% - - 
N (<) - 0.015% - 0.004% 4.00ppm - 4.00ppm - 
Na (<) 0.02% - - 0.02% 311.00ppm 0.02% - - 
P (<) 0.005% - - - 1.00ppm - 0.08ppm - 
Pb (<) 0.002% 0.0005% 5ppm 0.0005% 0.40ppm 0.0005% 0.10ppm 0.0002% 
S (<) - - - - - - 0.34ppm - 
Si (<) 0.01% - - - - - - - 
Sr (<) - - 20ppm - - - - - 
Zn (<) 0.01% 0.005% - - 0.200ppm - - - 
NO3 (<) 0.01% - - - - - - - 
PO4 (<) - 0.0005% - 0.001% - - - 0.001% 
SO4 (<) - 0.002% 20ppm 0.0002% - - - 0.003% 
 
ppm : part per million 
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Table 2: Specifications of dew point sensor 
 
Specifications Value 
Relative humidity measurement range 0% to 100% 
Dew point temperature measurement range -40°C to +60°C 
Accuracy (complete system at 25°C) 
- Dew point 
- Air temperature 
- % RH at 40% 
- % RH at 95%  
 
±0.2°C 
±0.2°C 
±0.5% nominal 
±1.25% nominal 
 
Hysteresis 
 
non 
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Table 3. Properties of Bentonite MX80 clay 
 
Properties MX80 
Type Na-Ca type (2) 
Montmorillonite content (%) 80 (3) 
Particle density (Mg/m3) 2.76 (4) 
Liquid limit (%) 519 (5) 
Plastic limit (%) 35 (5) 
Plasticity index 484 (5) 
Activity (*) 8.01 (5) 
Clay (<2µm) content (%) 60 (5) 
Cation exchange capacity (meq/100g) 82 .3 (1) 
Exchange capacity of Na+ (meq/g) 79.8 (1) 
Exchange capacity of Ca2+ (meq/g) 5.28 (1) 
Specific surface area, S (m2/g) 522 (1) 
 
(*) Ratio of plasticity index to percent clay size 
(1) Saiyouri et al. 1998. 
(2) Marcial et al. 2002. 
(3) Montes-H et al. 2003. 
(4) Mata et al. 2002. 
(5) Cerato and Lutenegger. 2002. 
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Figure 1. Dew point detection in Optical Condensation Hygrometer 
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1-Computer  
2-Hygrometer M2 
3-Polystyrene 
4-Temperature sensor 
5- Dew point sensor 
6-Thermostat pump 
7-Salt solution glass cup 
8-Metallic cell 
9-Humid air 
10-Water 
11 – Plastic bath 
Figure 2. Experimental set-up to monitor relative humidity generated by saturated salt 
solution at different temperatures. 
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Figure 3. Relative humidity measurement of MgCl2 solution 
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Figure 4. Relative humidity measurement of Mg(NO3)2 solution 
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Figure 5. Relative humidity measurement of NaNO3 solution 
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Figure 6. Relative humidity measurement of NaCl solution 
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Figure 7. Relative humidity measurement of KCl solution 
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Figure 8. Relative humidity change with temperature for different salt solutions 
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Figure 9. Imposing suction to three samples contained in a desiccator 
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Figure 10. Water content variation at 20°C, with air circulation 
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Figure 11. Water content variation at 80°C, without air circulation 
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Figure 12: Temperature effect on water retention of MX80 clay. 
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Figure 13. Water retention curve at different temperatures 
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Figure 14. Temperature effect on capillary suction through surface tension change 
